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4.6 JB4 option 

 

 

 

 

Optional overvoltage protection 

Corner balancing potentiometer 

Additional resistor for special use* (not supplied) 

* cut strip conductor before insertion 
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4.6.1 Specifications 

 Version Standard Version ATEX / IECEx 

Cable diameter (output) Ø 6 … Ø 11.5 mm Ø 6 … Ø 10 mm 

Cable diameter (inputs) Ø 2.5 … Ø 7 mm Ø 4 … Ø 8 mm 

Wire cross section 0.14 mm2 … 1 mm2 

Cable stripping length 7 …10 mm 

 

4.6.2 Excitation trimming procedure 

For load cells with matched outputs, shortcut the potentiometers by soldering bridges J1, J2, J3, J4. 
First adjustment with reference weight: 

1. Turn the potentiometers fully clockwise for each load cell so that the potentiometer resistance is as 
low as possible. 

2. Lay your reference weight at one corner of your weighing system and note the result of the 
weighing indicator.  
Repeat this operation for each corner. 

3. Spot the corner with the lowest output.  
Load successively each corner with the same reference weight and adjust at each step the 
potentiometer to match the lowest output corner value. 

4. The load cells outputs are now matched. 
Then proceed to normal zero and gain adjustment of the weighing indicator. 

 

4.6.3 Spring terminal connections 

Use a screwdriver with a maximum blade width of 3 mm. 
1. Press the black button with the screwdriver. 
2. Stick the wire end into the relevant opening. 
3. Release the pressure on the screwdriver. 
4. Pull slightly the cable to check it is held tight. 

 

 
 

7-10mm 
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4.7 220V option 

 
Plug the supplied power cord into the AC outlet. 
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5 COMMUNICATION 

5.1 Communication Interface connections 

5.1.1 Process control communication 
 

Version Type of communication Connector 

eNod4 DIN 
RS485 Automate A7 

CAN A6 

eNod4 PRO DIN Profibus DP A7 

 
 Note: For a better transmission quality on a RS485 or CAN communication network it must be wired to follow a line 

topology and must be terminated by an end of line (EOL) impedance at both ends. A 150Ω EOL impedance is 
available on eNod4. To use this impedance set the corresponding jumper. 
 

 

 
 

The PROFIBUS communication terminal is electrically isolated from power supply (isolation voltage: 1000V) 
In PROFIBUS communication jumper JP5 must be removed. When eNod4 is positioned at the end of the line, use specific 
connector DB9 for PROFIBUS with end of line resistor and bias resistors incorporated. 
CAN communication is not electrically isolated from power supply. Admitted common voltage on CANBUS is 27V from 0V 
power supply. Depending on installation configuration, the usage of opt couplers or other galvanic isolation devices is 
strongly recommended. 

 Note: If multiple elements connected to the CAN bus are using power supplies with different reference levels (0V); the 
problem mentioned above can occur. 

The data rate that can be transmitted on different buses depends on the length of the bus. The table below shows what are 
the transmission rates supported by eNod4 and the corresponding maximum bus length:  
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CAN bus Profibus bus 

data rate max bus 
length data rate max bus length data rate 

1 Mbit/s 25 m 12 Mbit/s 100m - 

800 kbit/s 50 m 3 Mbit/s 100m - 

500 kbit/s 100 m 1.500 Mbit/s 200m 70m 

250 kbit/s 250 m 500 kbit/s 400m 200m 

125 kbit/s 500 m 187.5 kbit/s 1000m 600m 

50 kbit/s 1000 m(1) 93.75 kbit/s 1200m 1200m 

  9.6 kbit/s 1200m 1200m 

 
(1) For buses whose length is greater than 5000 m, the use of repeater type systems may be necessary to ensure the quality of 
transmissions. 

 
(2) The network speed is set by the PROFIBUS master. eNod4 PRO  DIN performs self-adjustment. 
(3) Type A cable: AWG 22, impedance: 135 to 165Ω. 
(3) Type B cable: AWG 24, impedance 100 to 130Ω. 

 

5.1.2 PC communication 
Both models: eNod4 DIN and eNod4 PRO DIN can communicate with a PC using the protocols ModBus RTU or SCMbus 
through the USB connector accessible from the front panel. 

 
 

The appropriate USB driver can be downloaded from our website: http:// www.scaime.com, it is also available on CD to 
order from our sales department. 
 

 Note: If eNodView software has been correctly installed, it is not necessary to re-install the USB drivers when 
connecting another eNod4 on the same USB port (Windows only asks for the driver if the device is connected to 
another USB port). 

 

5.1.3 AUX Communication (for HMI) 
AUX eNodTouch HMI must be connected through connector AUX (A4). The common mode voltage admitted is  27VDC from 
GND power supply.  
When eNod4 is positioned at the end of the line the 150 Ω integrated resistor can be used (connecting jumper). 
 

5.2 Communication address selection 

Rotary switches selection (SW1 and SW2) accessible from the front panel. The new address only is taken into account after 
a reset. 
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5.3 Communication rate selection 
Dipswitch selection (SW3) is accessible from the front panel. The new baud rate only is taken into account after a reset. 
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5.4 Protocoles de communication 

Version Communication 
interface Protocols* Connector LED on front 

panel 

eNod4 DIN 

RS485 PLC ModBus RTU A7 / 

RS485 AUX 
ModBus RTU 

SCMBus 
A8 / 

USB 
ModBus RTU 

SCMBus 

USB 
Front panel USB 

CAN CANopen® A6 MS 

eNod4 PRO DIN 

Profibus Profibus DP-V1 A7 NS 

USB ModBus RTU 
SCMBus 

USB 
Front panel USB 

* See protocols description in document: eNod4 software user manual. 
 

5.5 Simultaneous functioning of communications 

5.5.1 Standard version 
 DIN version 

 
 

PC Connection 

AUX Connection 

 PLC Connection 

eNodTouch



28 
SCAIME Manual : NU-eNod4F-E-235703-D.docx 

 Box version 

 
 

Simultaneous 
communication RS 485 PLC RS485 AUX CAN 

USB yes* No yes* 

RS 485 PLC  yes No 

RS485 AUX   yes* 

(*) Simultaneous use of CAN or RS485 PLC with USB port can reduce performance of this interface. 
 

5.5.2 Profibus version 
 DIN version 

 
 

PC Connection 

 PLC Connection 
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 Box version 

 
 

Simultaneous 
communication Profibus RS485 AUX 

USB yes* No 

Profibus  yes* 

(*) Simultaneous use of Profibus with USB port can reduce performance of this interface. 

 

5.6 Bluetooth® Communication (Optional) 

Information related to the radio emission are the followings: 

Information Radio 

Wireless communication Bluetooth® Low Energy 4.2 

Max. RF output power -16.9 dBm 

Frequencies range 2.4 – 2.4835 GHz 

 

 

Activation or deactivation of Bluetooth® fonctionnality is done by dipswitch #4 on SW3. 

 

 

Dipswitch 
Bluetooth® 

1 2 3 4 

X X X ON Active 

X X X OFF Inactive 

 

PC Connection 

PLC Connection 
PROFIBUS - DPV1
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A blue light on front side indicates the status of the Bluetooth® communication. 
 

Blue light Bluetooth® COM Status 

Off Inactive 

Fast blinking Initialization 

Slow blinking Ready for pairing with mobile device 

Steady On Active and paired 

 
The communication through Bluetooth® allows, using the dedicated mobile app eNodApp, to visualize the different weighing 
values, the Inputs / Output states and the applicative cycle states from an Android device. Moreover, it allows to perform 
some actions such as: 

- Perform a Zero or Tare, 
- Calibrate a sensor, 
- Parametrize Inputs/Outputs, 
- Set filtering parameters, 
- Read/Clear DSD records, 
- Set application parameters, 
- And more… 

The theoretical range of the Bluetooth® communication is about 10 meters without obstacles. 
 
eNodApp application is available in English and French version and can be downloaded from the Google Play Store. 
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6 CALIBRATION AND SCALE ADJUSTMENT 
eNod4 is factory calibrated to deliver 500 000 counts for 2mV/V with a load cell on the A3 input connector.  
Initial calibration can be modified for a better adjustment to the usage or because of characteristics of the sensor. To achieve 
these various types of adjustments the following options and procedures are available: 

 physical calibration 
 theoretical calibration 
 scale adjustment coefficient 
 gravity correction 

 

6.1 Physical calibration 
Physical calibration is done by applying to the sensor from 1 up to 3 known references.  

6.2 Theoretical calibration 
The theoretical calibration allows defining eNod4 user span without using calibration reference. The information needed to 
achieve the procedure is the sensor sensitivity and its rated capacity. 
For example, a 15kg load cell with sensitivity equal to 1.870 mV/V at 15kg; put sensor maximum capacity 15 000 and sensor 
sensitivity 1,870. 

6.3 Scale adjustment coefficient 
Initial calibration value can be modified with a scale adjustment coefficient. This coefficient has maximum and minimum 
values. 

6.4 Gravity correction 
When eNod4 is used to condition a weighing sensor, it can be necessary to adjust measurement if the place of measurement 
is different from the place where eNod4 was calibrated. eNod4 automatically adapts its span by storing into its non-volatile 
memory these 2 parameters: ‘Calibration place g value’ and ‘Place of use g value’. Initial values for these coefficients are 
identical; they correspond to the g value of a calibration place located in ANNEMASSE FRANCE. 

6.5 Scale interval 
The scale interval is the difference between 2 consecutives indications. Possible values are: 1, 2, 5, 10, 20, 50, and 100. 
Modification of scale interval is taking into account after a new calibration. 

When using eNod4 for legal for trade purpose, it is 
imperatively required to activate the legal for trade switch 

BEFORE any calibration procedure (cf § legal for trade switch). ! 
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7 FILTERS 
There are four available filtering levels which can be associated: 

 Filtering related to the A/D conversion rate including rejection of the mains frequency (50 or 60 Hz) harmonics. 
 Low-pass Bessel filter 
 Moving average filter 
 Self-adaptive filter 

7.1 Filtering related to the A/D conversion rate 
The signal resolution is related to the conversion rate. The conversion rate might be chosen as low as possible, particularly 
for static applications. For dynamic applications, a compromise must be found between the measurement rate and the low-
pass filter cut-off frequency. The eNodView software can be used to determine appropriate filter values. Choose a 
measurement rate that rejects the mains frequency harmonics according to the place of use, 50 or 60Hz. 

7.2 Bessel low pass filter 
A low-pass digital filter can be applied as an output of the A/D converter. The filter orders (available values from 2 to 4) and 
cut-off frequency are adjustable. eNodView software can be used to determine appropriate filter values. 

7.3 Moving average filter 
This filter can be set in cascade after the previous filters. The Moving average filter is used to smooth the weight value in case 
of random interferences. This sliding average computes the mean of the ‘n’ last measures from the results of the previous 
activated filters from 1 to 128. A high filter depth gives a better stability, with a longer response time. 

7.4 Self-adaptive filter 
This filter can be set in cascade after previous filters. It is particularly efficient for static measurements but avoid using it in 
dynamic or dosing processes. The aim of this filter is to eliminate erratic measurements and to average consistent 
measurements. 
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8 MEASUREMENT AND STATUS 
The eNod4 transmits measure after signal and data processing through different protocols available. The accessible variables 
are:  

8.1 Gross measurement 
The ‘gross measurement’ stands for the digital value after measurement scaling. It is affected by all the ‘zero’ functions 
(power-up zero, zero tracking and zero requests). Zero request value can be saved in non-volatile memory (option). 

8.2 Net measurement  
The ‘net measurement’ stands for the digital value after measurement scaling and tare subtraction. 

8.3 Tare value 
The ‘tare value’ stores the calibrated value that is subtracted from the ‘gross measurement’ so as to give the ‘net 
measurement’. This value can be saved in non-volatile memory (option). 

8.4 Factory calibrated points 
The ‘factory calibrated points” contains the measurement value without the user calibration layer. It is directly linked to the 
analog input voltage. 

8.5 Logical IN/OUT level 
The ‘logical IN/OUT level’ allows reading any time eNod4 logical inputs and outputs level. 

8.6 Preset Tare value 
A previous calculated tare can be restored using this variable. This value can be saved in non-volatile memory (option). 

8.7 Measurement status 
The measurement status contains information on eNod4 measurement parameters. 

8.8 Weighing diagnosis 

8.8.1 Global weighing diagnosis 
An internal alarm flag reflects the integrity of the whole measurement chain. It’s used to set logical output active or optional 
analog output in an error mode in order to warn about any defection on the measurement chain (defective measurement). 
This variable is set active when at least one of the followings conditions occurs: 

- sensor input control result out of tolerances 
- sensor input control command in progress 
- sensor input control command failed (timeout) 
- sensor input reference command in progress 
- gross meas. < (- max capacity)  
- gross meas. > (max capacity) 
- analog signal out of the A/D converter input range 
- EEPROM failure 

 
This internal alarm flag is featured with adjustable specific de-bounced time and minimal activation time. 
 

8.8.2 Sensor input control 
eNod4 features a weighing diagnosis system allowing to check the integrity of analog sensor input by electrically simulating a 
load, resulting to a simulated weight value. This diagnostic system can be used together with the others defects detection 
systems in order to achieve overall integrity check of the measurement chain. This system involves two phases initiated by 
the user: 

- The first, just after user calibration, allows taking a simulated reference weight value when the measuring chain 
integrity is OK. 

- The second, when the user wants to check the integrity of the system, allows to make the difference between a new 
simulated weight value and the reference. Then this difference can be compared with a dedicated maximum 
tolerance value. 
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9 INPUTS FUNCTIONING 
Each input can work in positive or negative logic individually. A debounce time attached to all inputs can be adjusted. 

9.1 Inputs assignment: 
Each Input can be indifferently affected to any one of the following function: 
 

Function Operating mode 

  transmitter Loss in weight feeder 

None ● ● 

Tare ● ● 

Cancel tare ● ● 

Zero ● ● 

Measurement transmit  
(in SCMBus/fast SCMBus, in CANopen TPDO2 
sending if input 1, TPDO3 sending if input 2) 

●  

Continuous measurement transmit 
(SCMBus/fast SCMBus only)* ●  

Dynamic zero ● ● 

Start/Stop refilling**  ● 

Start/Stop emptying hopper**  ● 

Start/Stop dosing**  ● 

Suspend/Resume batch**  ● 

Emergency stop  ● 

Reset totalization and dosing error counter  ● 

Sensor input control ● ● 

* command operates on logical level. 
** these commands operate on front in a bistable functioning mode. For example, for the Start/Stop refilling command, the 
first front initiates refilling, the second one stops it. 
 

9.2 General functions 

9.2.1 None  
Inputs have no effect. 
 

9.2.2 Tare  
One or the other or both inputs can be assigned to the tare function. The tare acquisition is conditioned by a stability 
criterion that can be changed or inhibited. 
Depending on the chosen logic (positive or negative), the tare is triggered by a rising or a falling edge. 
 

9.2.3 Cancel tare  
Depending on the chosen logic (positive or negative), the current stored tare value is erased by a rising or a falling edge. 
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9.2.4 Zero 
One or the other or both inputs can be assigned to the zero function. 
A new volatile zero value is acquired only if its value is within ±10% range of the specified capacity for a usage out of legal for 
trade and ±2% for legal for trade application. The zero acquisition is conditioned by a stability criterion that can be changed 
or inhibited. 
Depending on the chosen logic (positive or negative), the zero is triggered by a rising or a falling edge. 

9.2.5 Transmit measurement 
This is only possible using standard or fast SCMBus format or CANopen® protocols. 
The request can apply to: 

 gross measurement. 
 net measurement. 
 factory calibrated measurements 

A single measurement is transmitted per rising or falling edge (depending on the configured logic) on the input signal. 

 
9.2.6 Continuous measurement transmit 

This is only possible using standard or fast SCMBus. 
The request can apply to: 

 Gross measurement. 
 Net measurement. 
 Factory calibrated measurements. 

While the input is kept at the right level, a series of measurements are transmitted at the period defined by the ‘sampling 
period’ setting. Only input 2 is operational if both inputs are assigned to 

 
9.2.7 Dynamic zero 

Any of inputs can be assigned to dynamic zero function. This zeroing acquisition is not conditioned by a stability criterion and 
consists in a moving average of measures during an adjustable parameter dynamic zero acquisition time. 
The new current zero is not stored permanently and can be canceled by a reset of the module. 

9.2.8 Sensor input control  
The assignment of logical input to sensor input control function allows performing special procedure to diagnose load cell 
sensor input. Beforehand, user must acquire reference value of the load cell input by sending 'Sensor input control reference' 
specific command (e.g. after the device is calibrated). 
Note: Load cell sensor input control must be realized if no process cycle is in progress. 

Load

t

input

Measur.

Fig. 7 

Fig. 8 

Load

t

input

output
period 

Measur.
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9.3 Functions attached to an operating mode: 
See corresponding sections for a complete description. 
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10 OUTPUTS FUNCTIONING 
Each output can work individually in its own logic. 

10.1 Outputs assignment: 
Outputs individually might be assigned to following functions: 

function Operating mode 

  transmitter Loss in weight feeder 

None ● ● 

Set point ● ● 

Motion ● ● 

Defective measurement ● ● 

Input image ● ● 

Level on request ● ● 

Cycle in progress  ● 

External totalizer  ● 

Flowrate alarms  ● 

Batch complete  ● 

Refilling in progress  ● 

Extraction activated  ● 

Volumetric phase  ● 

10.2 General functions: 

10.2.1 None:  
The output has no function 

10.2.2 Set point: 
The outputs can be assigned to configurable set points. Output 1 is assigned to set point 1, output 2 to set point 2, output 3 
to set point 3 and output 4 to set point 4. 
 
Set points are characterized by a high and a low value. 
Their operating mode is either operating in hysteresis or operating in window. 
 
The low and high values of these set points may be assigned either to gross measurement or net measurement in any 
operating mode. Outputs may also be assigned for comparison to the sensor input control result (positive value expressed in 
0.1d of the scale interval value). 
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10.2.3 Motion: 

The outputs can be assigned to copying measurements stability. 
 

10.2.4 Defective measurement:  
The output level is set when the internal alarm flag described in “Weighing diagnosis” § in the MEASUREMENT AND STATUS § 
is activated. This allows to warn about defection of the measurement chain. Flowrate, refilling, empty or full hopper or too 
long batch alarms are not considered as defective measurements. 

 
10.2.5 Input image:  

Outputs can be assigned to copying inputs state, either using the same logic or inverting the input state (negative logic). 
Outputs 1 and 3 are assigned to input 1&3 and outputs 2 and 4 are assigned to input 2&4.  
 

10.2.6 Level on request: 
The input level is driven by master requests. 

10.3 Functions attached to an operating mode: 
See corresponding sections for a complete description. 

10.4 Analog output (IO+ version only) 
An analog board in current and voltage might be used with eNod4 to provide IO+ version. This must be asked when ordering 
eNod4 product. 
Voltage output might be set either 0-5V or 0-10V, and the current output to 4-20mA, 0-24mA , 0-20mA or 4-20mA with alarm 
at 3.6mA. Both output (current and voltage) might separately be enable. Settings are effective after eNod4 reset. 
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Analog output affectation function is common to both current and voltage output and might be assigned to followings: 
 

function Operating mode 

 transmitter loss in weight feeder 

none ● ● 

gross measurement ● ● 

net measurement ● ● 

level on request ● ● 

flow rate control output  ● 

instant flow rate ● ● 

average flow rate ● ● 

 
If extraction command is directly done by an external device (e.g. PLC), through eNod4 analog output, the output must be set 
on level on request function. 
In flow rate control output mode, we can start and stop analog output with ramp-up and ramp-down. It’s useful for 
controlling motor.  
 
When analog output is assigned to “Gross measurement”, “Net measurement”, “Instant flow rate” or “Average flow rate” its 
value jumps to a special error value when the internal alarm flag described in “Weighing diagnosis” § in the MEASUREMENT 
AND STATUS § is activated. This allows to warn about defection of the measurement chain. 
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11 FEEDER OPERATING MODE 

11.1 Generalities 
The loss-in-weight feeder mode performs a singular-product dosing with constant flow rate by measuring the weight loss of 
a product extracted from a hopper or silo on which the load system is located. The flow rate is therefore determined by the 
weight loss at a given time. This weight loss will then be totalized. 
Depending on parameters setting of eNod4, the dosing can be exclusively volumetric by deactivating the PID activation 
option, the flow rate will then be obtained by speed adjustment of the extraction system.  

 
Volumetric feeding and totalizer 

 
A refilling device of the hopper or silo can be combined. The refilling can be carried out manually or automatically depending 
on the parameters setting of eNod4. The automatic refilling operates when the gross weight of the hopper reaches the 
refilling low level and stops when it reaches the refilling high level, minus the refilling inflight value. The inflight value is not 
automatically adjusted. 
The extraction control can permanently depend on the product weight in the feeder by activating the smart refill mode 
option. This smart functioning mode is dedicated to compensate for flow rate variations due to product thrust in the hopper 
or silo so that the flow rate always remains constant. The flow rate reference value specific to this functioning mode should 
be previously defined. 
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Gravimetric loss in weight feeder 

 
The feeder can also operate gravimetrically. In this configuration eNod4 adjusts the speed of the extraction device to 
produce a constant flow rate and to comply with flow rate target setting. 
eNod4 drives the extraction device thanks to an integrated PID regulator. The parameters setting of this regulation device 
can operate in a fully automatic way. 
The control of extraction device can however be activated by eNod4 through an analog output control in current or voltage. 
 
During the refilling phases, it is no longer possible to assess the weight loss. eNod4 then switches automatically to volumetric 
phase. 
During this phase the extraction control can either work in a set value throughout the refilling, or either depend on the 
product weight in the feeder (smart refill mode). 
This smart refill mode compensates for flow rate variation due to the product thrust in the hopper or silo so that the flow 
rate always remains constant throughout the refilling phase. 
The flow rate reference values for this functioning mode can be determined during a learning cycle prior to a refilling 
(acquisition of flow rate refill reference on learning cycle). 
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11.2 Description functioning dosing with smart refill mode 

 

11.3 Dosing cycle options 
The cycle options determine how eNod4 operates. 
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 Batch mode 
If the batch dosing option is activated, the dosing will automatically stop when the weight totalized will reach the value of 
the weight to totalize less the inflight value of the weight to totalize. 
The value of the weight to totalize consists of two variables, the main weight to totalize in weight unit x 1000 and the 
second complementary weight to totalize in weight unit. 
The variable weight to totalize inflight value is expressed in weight unit. 
 
If the Clear totalization when starting a new batch cycle option is activated, the totalizer is reinitialized. The main variable 
totalizer value in weight unit x 1000 as well as the variable complementary totalizer value in weight unit are reset. 
 

 Refilling 
If a refilling device of the hopper or silo is combined, it is possible to allocate an eNod4 output to the refilling control. The 
manual control can be activated only if the gross weight of the hopper is lower than the refilling high level less the refilling 
inflight value. 
 
If the auto refilling option is activated, the eNod4 output that was previously assigned to refilling in progress operates when 
the gross weight reaches the refilling low level and stops automatically when it reaches the refilling high level less the 
refilling inflight value.  
 
If the option smart refill mode is deactivated, we have the choice between two extraction commands during the refilling. The 
first is extraction at flow rate value fixed by the user, the second is extraction at last value flow rate before refilling.     
 
When a command of hopper emptying (cleaning) is activated, the auto refilling is not activated and the dosing stops when 
the gross weight reaches the empty hopper level. 
If the option smart refill mode is activated, the extraction command depends on the weight of the product in the feeder 
during the refilling. This smart refill mode compensates for the flow rate variation due to the product thrust in the hopper or 
silo so that the flow rate always remains constant throughout the phase. 
Depending on the activation of the option acquisition of flow rate refill references on learning cycle, the flow rate reference 
values specific to this operating mode can be determined throughout a learning cycle previous to a refilling. The extraction 
then starts with refilled hopper or silo. 
If this last option is deactivated, the reference flow rate values reference flow rate control output refilling low level and flow 
rate control output refilling high level are required and have to be defined by user. 
 
Any change in the nominal rate flow value when acquisition of flow rate refill references on learning cycle option is 
activated leads to a learning cycle on the forthcoming cycle start. 
 
The option end of batch refill suppression avoids refilling coinciding with the end of batch, which would lead to the 
degradation of the accuracy on this batch. Before activating this option, be sure that there is sufficient product quantity in 
the hopper or silo when the refilling low level is reached so that the dosing can continue at least throughout a refilling. 
 
The option “Automatic detection of refill” is used to detect refilling which is not programmed (like manual refilling). Thanks 
to this option, after the eNod4 detects the refilling it goes directly into volumetric phase. It detects also the end of refilling 
and goes automatically into gravimetric phase. 
 

 PID activation 
It is possible to allocate the eNod4 current or tension analog output to the extraction control (set to flow rate control 
output). 
When the PID activation option is activated, eNod4 adjusts the speed of the extraction device to produce a constant flow 
rate and to comply with a flow rate target setting. To that end, eNod4 drives the control of extraction device thanks to an 
integrated PID controller. 
The tuning of this regulation device can fully operate automatically. 
We can stop and restart PID at any dosing cycle step. If we stop PID, the extraction command value is fixed to nominal. 
So that this regulation device works, both the weight calibration and the flow rate calibration must be previously carried 
out. 
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11.3.1 Instant flow rate determination time  
The instant flow rate determination time is the time in seconds between two weight readings that are subtracted to 
determine the instant flow rate. 
By increasing this time, you will increase the time between two weight readings. Thus more substance will be provided 
during this period. 
Low flow rates require a time base higher than high flow rates. 
 
The instant flow rate determination time should be higher than the maximum resolution of the platform divided by the 
feeder minimal flow rate, i.e.: 
CAPACITY (in kg) / 10000 / minimal flow rate (kg/s) 
 
Thus a feeder of 200 kg total reach and of about 100 kg of dead load can contain up to 100 kg of substance. Let assuming that 
it is dimensioned to dose maximum 200 kg/h and in a minimum 15:1 ratio, i.e. a flow rate of 13.33 kg/h (3.7 g/s). 
 
The instant flow rate determination time should be in our example higher than: 
 
 200 kg/10000 / 9.26 g/s i.e. 5.4 seconds, rounded up to 6 seconds 
 

11.3.2  Learning cycle end of refill delay 
When the option smart refill mode is activated, the extraction command depends on the weight of the product in the feeder 
during the refilling. If the option acquisition of flow rate refill references on learning cycle is activated, the flow rate 
reference values specific to this operating mode can be determined during a learning cycle following a refilling. 
The learning cycle end of refill delay ensures that no more product is falling down in the hopper or silo when the extraction 
starts. Thus, the conditions are optimal to determine the flow rate references during the learning cycle. 
 

11.3.3 Learning cycle flow rates reference determination time 
Time during which the flow rate referencing is carrying out, which will be used to drive the extraction during refilling and 
volumetric phases when the smart refill mode option is activated. 
This time must be long enough so that extraction conditions are representative of the real values and determined as 
accurately as possible.  
 

11.3.4 End of refill and cycle start stabilization time (subsequent cycles) 
This time is used to stabilize the flow rate control output after refilling and after starting cycle. It must ensure that the instant 
flow rate has reached the nominal flow rate at the end of this period. It must be the lowest possible so as to reduce the 
volumetric phases to a minimum to ensure accurate dosing flow rate. 
 

11.4 Flow rate calibration 
So that eNod4 can carry out an expected flow rate dosing in the best possible conditions, the flow rate calibration is required. 
This also applies when eNod4 is used both as constant flow rate totalizer and as loss-in-weight feeder.  
 
From this calibration will depend the accuracy of the flow rate obtained and on the settling time, if a PID controller is 
activated. This calibration is carried out in minimum two segments by the variable segments number for the calibration 
curve of flow rate. In case the extraction device has a nonlinear response, it is recommended to define a maximum number 
of segments for the flow rate calibration.  
 
In order to calibrate the flowrate, if the control of extraction device is directly provided by eNod4 through an analog output 
control in current or voltage. the current or voltage analog output functioning of eNod4 must be set to level on request.  
 
In the following process, we have a choice between automatic and non-automatic measurements:  
 

- Non-automatic: For each calibration point of the variable control output value, read the corresponding average flow 
rate. Then provide each of the Calibration of flow rate point n (control output value) and Calibration of flow rate 
point n (flow rate value) matching with control output value.  
Validate the flow rate calibration by sending calibration of flow rate command. 
 

- Automatic: There are two commands, the first allows automatic measurement in two points (35% & 70% of control 
output). The second allows automatic measurement in three points (20%, 50% & 80%). The flow rate calibration is 
validating automatically at the end of procedure.  
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Allocate in the end the current or voltage analog output functioning of eNod4 to flow rate control output. 
 

11.5 Totalization 
eNod4 totalizes the weight loss by time unit only when a dosing cycle is in progress. 
The totalizer consists of two parts, the main in weight unit x 1000 (Great Weight Unit) and the complementary part in weight 
unit. 
When the option Batch dosing is activated as well as the option clear totalization when starting of a new batch cycle, this 
totalizer is reset at each cycle start. 
Two other totalization levels are provided in weight unit x 1000 (grand total and general total). Each can be reset 
individually. The data of these totalizers is being permanently backed up internally. 
If one of the 4 outputs is allocated to an external totalizer, a 10Hz pulse is sent when the value totalized increases by a 
multiple value of the parameter weight quantity per pulse on logical output. 
 

11.6 Alarms 
An alarm is not managed when the parameter(s) fixing its tolerances is (are) cleared, otherwise alarm management is active 
(excepted for empty hopper and full hopper alarms that are constantly processed). 
 

11.6.1 Flow rate / control output alarms 
eNod4 can monitor the instant flow rate and the flow rate control output permanently and activate alarms when the value of 
each of these parameters exceeds the minimum and maximum specified parameters and in case the fault persists within a 
given time. The cause can be a clogging or a failure of the extraction device, a lack or a problem of product fluidity, or even 
too strict tolerances. 
When a cycle is starting, alarms do not occur throughout the inhibition time of the flow rate alarms at start. Then each of 
these monitored parameters should be kept outside the values specified throughout the inhibition time of the flow rate 
alarms in service for an alarm to occur. 
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11.6.2 Refilling alarms 
eNod4 can monitor the refilling operation. 
The first alarm criterion is the detection of no material fall when activating the refilling (whether it is a manual or automatic 
control). A refilling alarm occurs if the weight variation is negative between the start of refill and weight at the end of 
maximum time for refilling start. 
Then during each time interval for weight variation control on refilling, a weight variation can be tested. A refilling alarm 
occurs if this one is negative. 
A third alarm criterion is related to the refilling time. If this one exceeds the maximum refilling time, a refilling alarm goes 
off. 

    
 

11.6.3 Batch time alarm 
eNod4 can check the maximum batch time. If this one exceeds the maximum batch time, an alarm goes off. 
 

11.6.4 Empty hopper alarm 
When the gross weight is lower than the parameter empty hopper level, an empty hopper alarm goes off. 
 

11.6.5 Full hopper alarm 
When the gross weight is higher than the parameter full hopper level, a full hopper alarm goes off. Feeding and refilling are 
stopped. Only the command emptying hopper (cleaning) is then allowed. 
 

11.6.6 Flow rate and refilling alarms option 
The option stop dosing and refilling / suspend batch on alarm is used to choose which action should be involved when an 
alarm goes off and whatever the alarm going off apart from the full hopper alarm. 
The choice is either the interruption or not of the ongoing operation. 
 

11.6.7 Errors counter and last dosing error 
Any alarm disappears automatically when the fault, which caused it, disappears. 
For each alarm going off, the variable dosing errors counter increases and the variable last dosing error is stored. 
The clearing of these two variables can be carried out by sending the clear dosage / batch command. 
 

11.7 Use of the logical inputs 
The logical inputs can be allocated to cycle control commands. Any commands operate on front. 
Four of them have an effect in a bistable functioning mode on each front. It is recommended to confirm the status of eNod4 
before activating a front on this input, to ensure that the command corresponds to the desired one. 
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11.7.1 Bistable acting commands allocation 
 Start / Stop dosing (and batch) 

A front (rising or falling depending on the selected logic) on this input triggers the dosing (or batch) cycle start. Sending a 
second front causes the dosing to stop. In the case of a batch, there is an automatic stop when the batch is reached. 
If the option clear the totalization when starting a new batch cycle is activated, the totalizer will be reset at each cycle start. 

 Suspend / Resume batch 
A front (rising or falling depending on the selected logic) on this input triggers the dosing (batch) cycle suspension. The 
totalization is stopped. Sending a second front causes the dosing as well as the totalization to resume, if a batch is 
suspended.  

 Start / Stop refilling 
If the conditions are met, a front (rising or falling depending on the selected logic) on this input triggers a refilling. Sending a 
second front causes it to stop if this one is actually in use. 
The refilling stops automatically when the gross weight of the hopper (or silo) reaches the refilling high level less the refilling 
inflight value. The inflight value is not adjusted automatically.  
  

 Start/Stop hopper emptying 
This command is used to empty the hopper in preparation of a cleaning process or for changing the dosing product. A front 
(rising or falling depending on the selected logic) on this input triggers the emptying. Sending a second front causes the 
emptying to stop if emptying runs. 
It is not possible to suspend an emptying. The commands start/stop dosing or suspend/restart dosing systematically lead to 
the emptying shutdown. 
 

11.7.2 Simple acting commands allocation 
 Emergency stop 

A front (rising or falling depending on the selected logic) on this input triggers the emergency stop, which immediately stops 
the dosing, the totalization and eventually the refilling. 

 Totalization and errors counter reset 
A front (rising or falling depending on the selected logic) on this input triggers the main totalizer reset. The two parts of the 
totalizer, the main in weight unit x 1000, and the complementary part in weight unit are then reset. 
The variable errors counter is also reset. 

11.8 Dynamic zero acquisition time 
Time expressed in ms. In Legal for trade mode this time cannot be less than 1000(d) (1s) 
Acquisition of zero in dynamic mode: When an input assigned to the "zero dynamic" is enabled or when ‘zero dynamic 
acquisition’ command is received, eNod4-F calculates the average of measurements taken during the specified time. A new 
zero is then used if it is in the range of ± 10% of full scale or  2% in legal for trade. Stability is not necessary. 
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12 ENODTOUCH – HUMAN MACHINE INTERFACE (OPTION) 

12.1 Online functioning 

12.1.1 Startup screens 
 At first Power-On, eNodTouch is set to manage one eNod4 at the address 1, the connection screen is displayed while 

eNodTouch try to communicate with connected eNod4 device.  
 Then a redirection screen appears during 3 seconds for a redirection to a main screen if the communication is 

established between eNodTouch and eNod4 communication or an error screen if eNodTouch does not manage to 
connect to the eNod. 

 If there is no eNod4 connected or if the display unit cannot communicate with eNod4 device, a communication error 
screen appears. In this case, check the wiring between eNodTouch and eNod4 (§ Electrical Powering) and check that 
the communication parameters of eNodTouch and eNod4 are correct (§Peripheral – Device PLC Settings). 

 

 

 

Redirection screen 

Connection screen Communication error screen 
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 When communication is established the main screen of eNod4 appears: 

 
 

12.1.2 Multi-eNod screens 

12.1.2.1 Increase eNod number 
 To increase the eNod number and have an access to the multi-eNod screen, please follow the procedure:  

- Touch the Fn button of the main screen, the main menu appears.  
- Enter in the eNodTouch menu. 
- Go to the Starting Parameters screen by touching the right arrow button. 

 

 
Main Menu 

 

 By default the eNod number is 1, eNodTouch starts on the main screen of the first eNod. 

eNodTouch menu Starting parameters 
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 Increase eNod number if needed. The display module can start on the main screen of any eNod or on the multi-
eNod screen by disabling « Starting eNod » function. 

 If starting eNod is disconnected or have communication problems, the multi-eNod screen appears. 
 When settings are finished, touch the left arrow button, to restart eNod Touch. 

 
 According to the number of eNod settled, eNodTouch redirects to the following multi-eNod screens: 

 

 

Channel name 
Weight value 

Unit 

Gross/Net 
Indicator 

Multi eNod (2 eNod) Multi eNod (3 eNod) 

Multi eNod (4 eNod) Multi eNod (5 eNod) 
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12.1.2.2 Select an eNod 

 To display the main screen of an eNod, touch its display area (Example for eNod n°1):  
 

 To return to multi eNod screen, touch the channel red button:  

 
 

eNod4_1 

eNod4_3 

eNod4_5 

eNod4_2 

eNod4_4 

eNod4_6 

Multi eNod (6 eNod) 

Touch its display area Main screen of eNod 

Touch of channel display Multi-eNod screen 
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12.1.2.3 Communication error and disconnection 
 When an eNod4 has communication problems or is disconnected, the data from other channels freezes for 5 

seconds. During this time, a reconnection button appears, eNodTouch tries to recover the connection with eNod4. 

 
 
 After 5 seconds if eNodTouch can not recover the connection with eNod4, the button enters in the state « eNod 

disconnected », the data display resumes. 

 
 Identify the communication problem in the following list: wiring problem (§1.4), communication parameters 

misconfigured on eNodTouch or eNod4 (§2.2.3). 
 When you found out the issue, touch the « eNod disconnected » button to re-establish the communication. 
 The display module tries to recover the communication with eNod4 during 1 second, the button toggles to the 

« Reconnection » state. After 1 second if data from the eNod4 appears, the communication is re-established, else 
the button toggles to « eNod disconnected » state. 
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12.1.3 Main screen 

12.1.3.1 Dosing Mode (eNod4-F) 

 

 
 

 To switch from the main keyboard to the 2nd keyboard touch  
 

 To enter the dosing quick access menu touch  
 

 To enter the Dosing error and dosing quality menu touch 
 

 
 To switch between “Totalization flow rate & Totalization” and “Average flow rate” (e.g.: for flow rate calibration) 

touch  

 
 

Dosing weight 
deviation 

Nominal flow 
rate 

Control output 
value 

Totalization 

Dosing status 
bar 

Dosing error 
indicator 

Dosing cycle 
status 

Hopper’s 
weight 

Totalization flow rate 

Second Keyboard 
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 For a quick access to analog output control (e.g.: for flow rate calibration) only when this shortcut is enabled in 
“Quick Access” menu and analog output is set to “Remote access” function touch 

 
 

12.1.3.2 Keyboard functions 

eNod4 model Key Action 

Main Keyboard and 2nd Keyboard 

All 

 

ZERO function: possible only under stability condition, according to stability 
criterion 
NOTE: The ZERO function allows to reset the gross measurement. It is only 
available if the measured value is included in +/- 10% of the full scale. 

 
 

TARE function: possible only under stability condition, according to stability 
criterion 
NOTE: The TARE value is the value subtracted from the gross measurement 
to get the net measurement. 

 
 

PRESET TARE function 
NOTE: A previous calculated TARE can be restored using this variable. 

 
 

CANCEL TARE function 
NOTE: Cancel TARE allows to switch back to the gross measurement display. 

 
 

Shift to 2nd keyboard 

 
 

Enter to Setup menu 

 
 

Access to thresholds adjustment screen (in Transmitter mode) 

 

Enter in the Quick Access Menu that give access to sensor input diagnosis 
and allows to set applicative target weights for eNod4-C, D, F and B. Quick 
access can be configured to manage what is accessible in this menu for 
eNod4-D and F.  

 
 

Weighing result acquisition (DSD) only in transmitter functioning mode. 
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eNod4-C  
 

DYNAMIC ZERO function: Zero calculation (measurement averaging) without stability 
condition 
NOTE: Dynamic ZERO function has the same result as the ZERO function except that 
the stability condition is not existing anymore (only measurement averaging). 

eNod4-D and 
F 

 

SUSPEND DOSING: Allows suspending the ongoing dosing batch cycle. D: only 
possible when the “Suspend/Resume cycle allowed”. F: only possible when batch 
mode is activated. To resume the cycle touch, START CYCLE. 

 

MANUAL EMPTYING: D: Visible only in filling mode with Manual Emptying mode. 
Allows to activate the emptying logical output during the emptying phase. F: Start 
the extraction until the empty hopper level is reached. 

eNod4-C, D, F 
and B  

START CYCLE: C: Start Checkweigher cycle. D: Start the dosing cycle if starting 
conditions are satisfied. F: Start feeder cycle and the extraction. B: Start Belt dosing 
cycle. Invisible if process cycle is ongoing. 

eNod4-D, F 
and B  

 

STOP CYCLE: Stop the dosing cycle. The dosing counter is not incremented for 
eNod4-D. 

eNod4-F  
 

REFILLING: Allows starting manual refilling. A touch when refilling is ongoing stops 
the refilling. Visible only if hopper’s weight is under high refilling level. Any way 
refilling will stop automatically if hopper’s weight reaches high refilling level. 

eNod4-B 
 

DYNAMIC ZERO function: In belt mode and when the system is running, after 
receiving a “dynamic zero” command eNod4 calculates the average of integrated 
weight per length during the belt revolution time. 

eNod4-B, F 
 

STOP and RESTART PID at each cycle step. 

eNod4-F and 
B  

 

RESET TOTALIZATION: Reset the totalization value. 

 
 

12.1.3.3 Diagnostic (available depending on version) 

 The Quick Access diagnostic screen can be called directly from the main screen with the 
touch  

 The Diagnostic screen can be called using the key 
 

 

 

Logical inputs 

Logical output 

Net weight 

Sensor input 
control result 

Run the sensor 
input control 
command 

Display of the High-
Resolution net weight 

(on legal for trade 
certified version) 
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NOTES:  
- Sensor input reference must be performed before using the sensor input control functionality, see Sensor Input 

control Parameters menu in the Configuration Setup chapter. 
- When you press the HR key, the High-Resolution net weight expressed in tenth of the user weight unit is displayed 

during 5 seconds. This may be used for weighing system metrological qualification. 
 

12.1.4 Main setup menu 
 eNodTouch setup menu allows to display and modify all the eNod4 parameters. For more information about 

parameters, consult eNod4 software manuals. 
 Setup menu access can be secured by password (see § 3.5.1). In that case, the following screen is displayed: 

 
 

 After entering a valid password (or OLEG if you’ve forgot your password), the following menu will be displayed: 

 

 

eNod4-F : Dosing Modes eNod4-D : Dosing Modes 

eNod4-C : Checkweigher Mode eNod4-T : Transmitter Mode 
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eNod4-B: Dosing modes 

 

12.1.4.1 eNodTouch setup 

Parameter Possible Value Description 

 
 

Language  [Fr], [En] Change the language of eNodTouch software 

Keyboard mask [Yes], [No]  Enable/Disable keyboard display on main screen 

Password 
[Yes], [No]  Enable/Disable access protection to setup menu 

4 Char By default, “OLEG” is a master password always valid 
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12.1.4.2 Starting parameters 

Parameter Possible value Description 

 
 

eNod number 1-6 Number of eNod4 supported 

Starting eNod 

[Yes], [No] Enable/Disable the function to start on main screen of a specific eNod 

1 – eNod Number 
Number of starting eNod4. 

If there is only one eNod4 supported this function is necessarily 
activate. 

 

12.1.4.3 Calibration setup 

 
 

 
 

When using eNod4 for legal for trade purpose, it is 
imperatively required to activate the legal for trade switch 

BEFORE any calibration procedure (cf § legal for trade switch). ! 
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Parameter Possible Value Description 
Calibration Parameters  

 

 
Range 0 – 10 000 000 Maximum weighing capacity 

Division 1, 2, 5, 10, 20, 50  Difference between two consecutive indicated values 

Decimals 0-7  Position of decimal point 

Weight unit 4 visible char Weight measurement unit (g, kg, t, lb…) using for calibration 

Time unit s, mn, h Time unit using for calibration (eNod4-F and B). Only s and h can be 
selected in eNod4-B. 

Weight unit (display 
flow rate) g, kg, t Weight unit of flow rate which is displayed on main screen. 

Time unit (display 
flow rate) s, mn, h Time unit of flow rate which is displayed on main screen. 

Cut-off frequency 
(display flow rate)  Cut-off frequency of flow rate which is displayed on main screen. 

 



60 
SCAIME Manual : NU-eNod4F-E-235703-D.docx 

Physical calibration 
Allows creating relation between the weighing sensor and the physical values. 

 

 
 

Number of loads 1, 2, 3 Number of calibration loads used during the physical calibration. 

Load 1/2/3 1 – 1 000 000 Weight values corresponding to each calibration segment. 
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The steps of this physical calibration operation are the followings : 

1. Define the number of points to realize the calibration and the load values for each, 

2. Press 
, 

3. Emptying the scale and press 
, 

4. Wait for the end of data acquisition, 

5. Place the Load 1 and press 
, 

6. Wait for the end of data acquisition, 

7. Repeat steps 5 and 6 (if several points have been defined). 

Remark : If you press 
, 

the operation will stop and the values will not be saved. 

The latest valid calibration values will be restored. 

 
Zero Calibration 
Allows acquiring stable measurement with no load on the scale to set the calibration Zero 

 
 

The steps of this zero calibration operation are the followings : 

1. Emptying the scale and press 
, 

2. Wait for the end of data acquisition. 

Remark : If you press 
, 

the operation will stop and the values will not be saved. 

The latest valid calibration values will be restored. 
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Single slope adjustment 
Allows acquiring stable measurement with a load on the scale to set the first segment. Performing physical calibration in 
this way do not allows multiple segments calibration. Use this calibration method only if you cannot acquire the 
segment calibration immediately after the Zero calibration (e.g.: big hopper). Zero calibration must have been done 
before. 

 
 

The steps of this single slope adjustment operation are the followings : 

1. Define the number of points to realize the calibration and the load values for each, 

2. Press 
, 

3. Place the Load 1 and press 
, 

4. Wait for the end of data acquisition, 

5. Repeat steps 3 and 4 (if several points have been defined). 

Remark : If you press 
, 

the operation will stop and the values will not be saved. 

The latest valid calibration values will be restored. 

 
 

Theoretical calibration 
An automatic scaling to migrate from the factory calibration to the user calibration. 
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S (mV/V) 0 – 6.00000 Load cell sensitivity in mV/V at maximum capacity 
 

Span Calibration correction 

 
 

Span. cor 0.9 – 1.100000 Allows to adjust initial calibration 

Calibration g >0   (9.805470) Allows compensating the gravity difference between 
calibration place and using place. Use g >0   (9.805470) 
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12.1.4.4 I/O setup 

 
 

(Available depending on version) (IO+ version only) 
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Parameter Possible Value Description 
Input 1-4 Parameters  

 

 

Function Function assigned to the related input: None, Zero, Tare, Clear, start cycle, stop cycle, Suspend 
cycle, Dynamic Zero, Manual emptying, Belt fault 

Logic [Positive]-[Negative]  defines the edge (or level) that triggers input function 

Debounced time 0 – 6553 ms Minimum required time of the logical inputs before their activation 
 

Output 1-4 Parameters 

 

 

eNod4-F external totalizer (Page 2) 
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Function 

Function assigned to the related output: None, Thresholds, Stability, Coarse feed, High feed, 
fine feed, Cycle ongoing, result available, Out of tolerance, Dosing fault, Input copy, Remote 
control, Out of tolerance +, Out of tolerance – 

 

Logic [Positive], [Negative] Defines idle output state. 

Mode [Windows], [Hysteresis] Thresholds functioning principle 

Comparison [Gross], [Net], [result] 
Comparison value for thresholds control 

 

Weight / pulse external 
totalizer 0 – 65535 

For external totalization purpose, eNod4 sends a pulse on 
logical output when the totalization value reaches multiple of 
this parameter. When an overflow is occurred on pulses 
output an alarm is set. 

 
Thresholds control 
Allows modifying the Threshold values of the concerned outputs. 

 

 
Remote Control 

Allows fixing the level [On], [Off], of the concerned outputs. 

 
 



67 
SCAIME Manual : NU-eNod4F-E-235703-D.docx 

Outputs 1-4 timings  

In Checkweigher, allows modifying timings on outputs with functions « Remote control » (activation time), « Result 
within tolerances » and « Result out of tolerances » (activation time and delay). 

 
 

Parameters Analog output (IO+ version only) 

 

 

Analog output remote (Page 2) with “remote control” function or 
“Flow Rate Ctrl” function 



68 
SCAIME Manual : NU-eNod4F-E-235703-D.docx 

Fonction The allocation of the analog output is unique for both outputs (current and voltage) 

Polarity Bipolar / Unipolar  

Analog outputs can be assigned to gross measurement copy. 
Maximal level value is related to maximum capacity (MC) parameter 
and works in mono-quadrant functioning. Bipolar option can only be 
applied to gross measurement copy. When this option is activated, 
the lowest value of current and voltage levels corresponds to -MC 
and the highest value to +MC. 

Voltage Output Voltage output might be set either 0-5V or 0-10V. 

Current Output Current output to 4-20 mA, 0-24 mA, 0-20 mA or 4-20 mA alarm 3.6 mA. 
 

Defective measurement outputs parameters (Available depending on version) 

Changes Defective measurement outputs timing. 

An internal alarm flag reflects the integrity of the whole 
measurement chain. It’s used to set logical output active 
or optional analog output in an error mode in order to 
warn about any defection on the measurement chain 
(defective measurement). 
This variable is set active when at least one of the 
followings conditions occurs: 

- sensor input control results out of tolerances 
- sensor input control command in progress 
- sensor input control command failed (timeout) 
- sensor input reference command in progress 
- gross meas. < (- max capacity)  
- gross meas. > (max capacity) 
- analog signal out of the A/D converter input 

range 
- EEPROM failure 

This internal alarm flag is featured with adjustable specific 
de-bounced time and minimal activation time:  

 

Defective 
measurement 
debounced time 

0 – 65535 ms 
The internal alarm flag which reflects the integrity of the whole 
measurement chain is set active only after error conditions have 
always been true during this de-bounced time. 

Defective 
measurement 
alarm activation 
time 

0 – 65535 ms 

The internal alarm flag which reflects the integrity of the whole 
measurement chain remains active for this minimal “defective 
measurement alarm activation time” when it come to be active and 
whatever the error conditions are during activation. 

 

12.1.4.5 Configuration setup 
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Parameter Possible Value Description 
Metrology Parameters 
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Stability criterion None, 0.25 0.5, 1, 2d  Defines a stability interval, related to scale interval. 

Zero at Startup [Yes], [No] Enable the Automatic Zeroing at power-on 

Zero Tracking [Yes], [No] Enable the Zero tracking function 

Legal for trade 
Switch 

(Available depending 
on version) 

[Yes], [No] 

Enable the legal for trade mode.  

The prerequisite conditions for the activation of legal for trade mode 
are: 

- The weight unit must be one of the following: mg, g, kg, t, ct, 
µg, oz. (possibility to put spaces after unit) 

- The stability criterion must be 0.25 d. 
- Filter settling time must be less than 1 second in transmitter 

mode. 
- The quotient (Maximum capacity / Scale interval) must be less 

or equal to 6000. 
- On eNod4-C, zero tracking device must not be activated 

together with dynamic zero tracking device. 
 
On eNod4-T, C and D this mode has an effect on user calibration. Thus, 
this mode must be activated before processing any calibration.  
 
 

Save Tare in FRAM [Yes], [No] It allows saving tare in non-volatile memory (FRAM). 

Save Zero in FRAM [Yes], [No] It allows saving zero in non-volatile memory (FRAM). 
 

Audit trail (Available depending on version) 

 
 



71 
SCAIME Manual : NU-eNod4F-E-235703-D.docx 

Legal for trade 
sealing [Yes], [No] 

Once legal for trade sealing activated, it forbids the change of any 
parameters that can affect the eNod4 metrological specifications. Such 
parameters appear in blue and are disabled over the eNodTouch 
menus. 

Counter (audit trail)  This number is incremented on each legal for trade sealing switching. 

Checksum  Checksum calculated over set of sealed parameters when legal for 
trade sealing is being activated. 

eNod program 
version  Program version of eNod4 embedded software. 

eNod metrological 
version  Version of set of metrological functions embedded in eNod4. 

eNodTouch version  Program version of eNodTouch embedded software. 

 
 Data Storage Device records consultation access.  

 
Data Storage Device (Available depending on version) 

 
 

Record ID to read  Record of the ID to be read. 

 
 Erase all records from the DSD memory. This is possible only when the 

legal for trade sealing is disabled. 
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Ethernet Parameters (Ethernet versions only) 

 
 

IP IP address 

Mask Subnet mask 

Gateway Default gateway (must match with IP address and Mask) 

DHCP Assignment of IP address from a DHCP server on this subnet 

Swap data Swap data (bytes) in Modbus TCP registers (16 bits words) 

Name Profinet station name (up to 10 chars with Option « Use rotary switch in Name » else 15, lower 
case, figures, dots and dashes only) 

Option « Use rotary 
switch in Name » 

Allows on Save automatic appending of hexadecimal representation of rotary switches in the 
Name. 

Byte order Byte order in Profinet exchanges ([Little Endian], [Big Endian]) 
 

Ethernet/IP Modbus TCP 

Profinet 
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Digital Filtering parameters 

 
 

 A/D converter parameters 

Rejection [50Hz]-[60Hz] The A/D converter have In-built adjustable low-pass filter with 
frequency rejection of 50 Hz or 60 Hz harmonics. 

Frequency 6 – 1600 Hz Filtered measurement frequency is adjustable from 6.25 to 1600 Hz 
 

 Bessel low-pass filter parameters 

Filter Order 0, 2, 3, 4 For the suppression of periodic vibrations, a Bessel low-pass digital 
filter can be applied as an output of the A/D converter. 

Minimum cut-off frequency value depends on the A/D converter rate: 

0.10 Hz for 6.25 meas/s, 4 Hz for 400 meas/s 
Cut-Off Frequency 0.1 to 200Hz 

 

 Notch Filter parameters 

High & Low 
Frequency * 0.1 to 200Hz Frequency band to attenuate with the digital Notch filter 

* May not be implemented depending on eNod4 applicative version. 
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Reset, factory setting 
Allows resetting eNod4 or making eNod4 come back to factory settings  

 
 
Channel name 
Name or rename the channel with a maximum of 4 characters  

 
 

Parameter Possible Value Description 
Sensor Input Control Parameters (Available depending on version) 
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Reference  
Reference value expressed in factory calibrated points for the 
sensor(s) input control test. The value is automatically determined 
and stored after executing the sensor input reference command. 

Result  

Result of sensor(s) input control test expressed in 1/10 of user 
weight unit. Its value is automatically determined and stored after 
executing the sensor input control command. This test result 
represents the weight difference between the reference value and 
the current test value. 

Result max. 
tolerance 0.0 – 6553.5 

The Sensor input control result variable is compared with the 
Sensor input control result max. Tolerance parameter which is 
expressed in 1/10 of user weight unit and has a default value of 
30. If the sensor input control result value is greater than or equal 
to “Sensor input control result max. Tolerance” then an error is 
reported 

 
 

Sensor input control command will cause eNod4 to handle special 
test on sensor input and to deliver a test result. This command 
must not be realized when any process cycle that use weight is in 
progress. 

 
 

Sensor input reference command will cause eNod4 to handle 
special sequence to acquire sensor input control reference value 
of the load cell sensor input. This command must be performed 
before using the Sensor input control command and each time the 
weight measurement chain (sensor, connection, calibration) is 
modified. This command must not be realized when any process 
cycle that use weight is in progress. 
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12.1.4.6 Functioning mode (eNod4-C, D, F, B) 

 According to the eNod4 model, the following screen is displayed to select the functioning mode 

 
 

12.2 Dosing setup menu (eNod4-F) 
 Detailed explanations on Dosing functioning and parameters could be found into eNod4-F manuals 
 The following setup menu allows modifying the parameters related to dosing mode. 

 

eNod4-C eNod4-D 

eNod4-F eNod4-B 
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12.2.1 Flow Rate 

Parameter Possible Value Description 
Flow Rate parameters 

 
Instant flow rate 
deter. time 0 – 1800 sec  Time in seconds used for instant flow rate determination. 

Inst. flow correct. 
factor 0.5 – 2.0 Correction factor coefficient expressed in 10-6, so 1000000 corresponds to 

a correction factor coefficient of 1.00000 applied on the instant flow rate. 

Clip. filter on inst. 
flow tol. 0.0 – 6553.5 % It allows to suppress short asynchronous physical disturbances on weight 

measures due to the environment. 

Avg. flow rate deter. 
depth * 0 – 128 

The average flow rate is only produced for display and generally it is 
appropriate to set average flow rate determination depth parameter to the 
maximal value 128. 

Nominal Flow Rate  Target of flow rate expressed in weight unit per flow rate time unit. 
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12.2.2 Dosing Alarms 

Parameter Possible Value Description 
Dosing Alarms parameters 

 

 
 

 Page 1/3 

Min permissible * 
instant flow rate 0 – 6553.5 Low limit of flow rate value under which a flow rate alarm occurs. 

Max permissible * 
instant flow rate 0 – 6553.5 High limit of flow rate value over which a flow rate alarm occurs. 

Min permissible 
flow* rate control 
output 

0 – 6553.5 Low limit of flow rate control output value under which a flowrate control 
output occurs. 

Max permissibe 
flow* rate control 
output 

0 – 6553.5 High limit of flow rate output control output value over which a flow rate 
control output occurs. 
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 Page 2/3 

Inhibit time flow 
rates alarms at start 0 – 65535 sec Time throughout no flow rate alarm or flowrate control alarm will occur 

when a cycle is starting to allow dosing stabilization. 

Inhibit time flow 
rates alarms in 
service 

0 – 65535 sec 

 
Time throughout flow rate or flow rate control output values should be 
kept outside the limit specified for an alarm to occur and after the Inhibit 
time of flow rates. 

Max batch time * 0 – 65535 sec eNod4 can check the maximum batch time. If this one exceeds the 
maximum batch time, an alarm occurs. 

Stop/Suspens. dosing 
and refilling on 
alarms 

Yes / No Is used to choose which action should be involved when an alarm occurs 
and whatever the alarm occurring 

 

 Page 3/3 

Full hopper level 0 – 10 000 000 Gross weight level over which the dosing stops and a full hopper alarm 
occurs (dosing and refilling are stopped). 

Empty hopper level  0 – 10 000 000 Gross weight level under which the dosing stops and an empty hopper 
alarm occurs. 

 

12.2.3 Refilling 

Parameter Possible Value Description 
Refilling parameters 
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 Page 1/3 

Auto Refilling Yes / No Allows to activate automatic refilling. 

Refill high level 0.0 – 10 000 000 Gross weight level above which a refilling has to stop when there is no 
refilling inflight value. 

Refill inflight value 0.0 – 65535 Stops when the gross weight will reach refilling high level - refilling 
inflight value. 

Refill low level 0.0 – 10 000 000 Gross weight level below which a refilling has to operate if the auto 
refilling option is activated. 

Refill auto-detecting Yes / No Allows to activate the automatic detection of refilling. 

 

 Page 2/3 

Learning cycle end of 
refill delay 

 

 

0 – 1800 sec 

Delay in seconds that ensures the average flow rate to be null before 
activation of the extraction device. It is better to choose a long period to be 
sure there is no more fall of material and also the average flow rate to be 
stabilized to zero before activation of the extraction device. 

Learning cycle flow 
rates reference 
determ. time  

0 – 1800 sec 
Time in seconds during which the flow rate referencing is carrying out, 
which will be used to drive the extraction during refilling when the smart 
refill mode option is activated. 

End of refill 
stabilization time  0 – 5000 sec 

Delay in seconds that ensures that the instant flow rate has reached the 
flow rate target before starting instant flow rate determination phase. This 
period should be the lowest possible to reduce this volumetric phase to a 
minimum. 
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 Page 3/3 

Smart refill mode Yes / No 
This smart functioning mode is dedicated to compensate for 
flow rate variations due to product thrust in the hopper or 
silo so that the flow rate always remains constant. 

Acquisition flow rate refill references 
on learning cycle Yes / No 

The flowrate reference values specific to this operating 
mode can be determined throughout a learning cycle 
previous to a refilling. 

Reference flow ctrl. out start refilling Float 

Reference flow rate value corresponding to the flow rate 
control output that is applied at the beginning of refilling 
phase in smart refill mode. In this mode, the flowrate 
output control value is a function of the gross weight of the 
hopper or silo. This parameter can be determined 
automatically by a learning cycle. 

Reference flow ctrl. out end refilling Float 

Reference flow rate value corresponding to the flowrate 
control output that is applied at the end of refilling phase in 
smart refill mode. In this mode, the flow rate output control 
value is a function of the gross weight of the hopper or silo. 
This parameter can be determined automatically by a 
learning cycle. 

Refilling to flow rate last value Yes / No During refilling the extraction will be fixed at last value flow 
rate (before refilling).     

 
 

If PID activation, smart refill mode and acquisition of flow 
rate refill references on learning cycle options are activated, 
this command will launch a learning cycle after the next 
refilling phase. A learning cycle always begin with a refilling 
phase. 

 

12.2.4 Refilling Alarms 

Parameter Possible Value Description 
Refilling Alarms parameters 
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Max time refilling * 0 – 65535 sec Maximal time for the refilling phase to complete. 

Max time for refill. 
start * 0 – 65535 sec 

Maximal delay to the gross weight to be higher than its value at refilling 
start. The aim is to detect no material fall when activating the refilling 
whether it is a manual or automatic control (lack of material, clogging, 
valve or control failure). 

Time interval for 
weight variat. control 
on refill * 

0 – 65535 sec 
Time during which a weight variation should be positive. The aim is to 
detect any malfunction during the refilling phase (lack of material or 
clogging). 

Stop/suspens. dosing 
and refilling on 
alarms 

Yes / No 
Is used to choose which action should be involved when an alarm occurs 
and whatever the alarm occurring apart from the empty and full hopper 
alarms. 

 

12.2.5 Batch Dosing 

Parameter Possible Value Description 
Batch Dosing parameters 

 
 

Batch dosing Yes / No 
If the batch dosing option is activated, the dosing will automatically stop 
when the weight totalized will reach the value of the weight to totalize less 
the inflight value of the weight to totalize. 

Reset totalization at 
cycle start Yes / No If the Clear totalization when starting a new batch cycle option is activated, 

the totalizer is reinitialized. 

 End of batch refill 
suppress Yes / No Avoids refilling coinciding with the end of batch, which would lead to the 

degradation of the accuracy on this batch. 

Weight Target 0 – 9999999.9 In batch mode, the batch target value in weight unit. 

Totalization inflight -9999999.9 – 
9999999.9 In batch mode, the batch inflight value in weight unit applied to the target. 
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12.2.6 PID 

Parameter Possible Value Description 
PID parameters 

 
 

PID activation Yes / No eNod4 adjusts the speed of the extraction device to produce a 
constant flow rate and to comply with flow rate target setting. 

Behavior Slow / Fast / Stable eNod4 is fitted with an automatic adjustment device of the PID 
parameters. Slow, Fast or stable behavior can be selected. 

 PID adjustement Flow 
Rate Float 

Flow rate value that will be used for the automatic adjustment of 
PID 
parameters. 

Kp Float 
Proportional coefficient of the PID controller that drives the 
extraction device. An increase of this parameter will degrade 
stability, reduce the rise time and increase the overshoot. 

 Ti 0 - 65535 

Integration time constant of the PID controller that drives the 
extraction device, expressed in ms. An increase of this parameter 
will reduce the steady state error but will degrade stability and 
increase time rise and overshoot. 

Td 0 - 65535 

Derivate time constant of the PID controller that drives the 
extraction device. Adding some derivate can improve time rise and 
overshoot. The great majority of extraction devices don't accept 
derivate correction or a very low value for the derivate term. 

Number of cycles 0 - 65535 

It’s the number of cycles during which PID coefficients are 
calculated. If this number is large, sequence will be longer but 
computing accuracy will be greater. We advise to fix this number at 
10. 

 
 

Launch automatic adjustment of PID. So that this controller 
automatic adjusting device works, both the weight calibration and 
the flowrate calibration must be previously carried out. PID 
parameters auto-adjustment command will cause eNod4 to 
perform successive dosing cycle (10) sequences to calculate 
optimized PID coefficients Kp, Ti and Td. 
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12.2.7 Flow Rate Calibration 

Parameter Possible Value Description 
Flow Rate Calibration parameters 

 
 

Segment number 1 - 9 
When the flow rate of an extraction device has a non-linear response in 
function of the flow rate output control, up to 9 segments can be 
configured. 

Flow Rate Float Flow rate point corresponding to Ctrl/analog output point. Expressed in 
flow rate unit. Up to 10 calibration points can be configured. 

Ctrl/ana output % 0 – 100.00  Data is expressed in % of the high value of current or voltage analog 
outputs. Maximal level output value corresponds to the maximal flowrate. 

 
 Validate the flow rate calibration. Mandatory to make this flow rate 

calibration active. 

 
 It allows automatic measurement of flow rate in two points (35% & 70% of 

control output) 

 
 It allows automatic measurement of flow rate in three points (20%, 50% & 

80%) 

 

The steps of this flow rate calibration are the followings : 

1. Set the control output to the mode ‘Remote control’ (see § ‘Input/Output settings’), 

2. Define the number of segments to perform the calibration, 

3. For each point, enter the desired value for the control output (in %), 

4. For each point, set the control output to the entered value and report the measured flow rate values 
(Visualization of the flow rate on the main screen or through eNodView application), 

5. Press 
, 

to validate this calibration (save in volatile memory). 

6. Press 
, 

to store in non-volatile memory the values entered. 

 

Note : the arrows, 
 

and 
 

allow navigation between screens and back to the previous menu. 

 
Steps 2, 3, 4 and 5 can be realized automatically by command « 3 PTS » or « 2 PTS » (see above). 
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12.2.8 Quick Access 

Parameter Possible Value Description 
Quick Access parameters 

 
 

Nominal Flow Rate Yes / No Allows you to block quick access to the Menu « Nominal Flow Rate ». 

Refilling Yes / No Allows you to block quick access to the Menu « Refilling ». 

Weight target Yes / No Allows you to block quick access to the Menu « Weight Target ». 

Totals Yes / No Allows you to block quick access to the Menu « Totals ». 

Analog output 
remote Yes / No Allows you to block quick access to the « Analog output remote » shortcut 

in the main screen. 
 
 
 


